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Since year 2000 we have been one of the leading producers which supply the 
solutions for low voltage electrical connections.

In HEGELCompany we know how to make the products usefuland reliable.

We always relying on the expertise of professional electricians, and at the request 
of individual clients.

We trust your opinion so you could trust us!!!

HEGELCompany uses only high quality materials and all products undergo a strict 
quality control, so any client can trust Hegel as well as the quality of our products. 
In our company introduced the Quality Management system of  ISO 9001:2008.

The main priority of HEGELƛǘΩǎ ŜƴǎǳǊƛƴƎ ȅƻǳ ŀ ŎƻƳǇƭŜȄ ŎƻƴǾŜƴƛŜƴŎŜ ǘƻ ǳǎŜ ƻǳǊ 
products and for that we are make the constant diversification of products, using 
modern technology, professional staff and high quality materials.

HEGELCompany is a producer of High quality electric 
Junction and Installation box 



Installation Boxes for flush mounting 
into the solid walls

Å These installation and junctionboxes are designed to be installed, in solids 
walls like bricks, concretes and other similar walls.

Å Modular boxes are made interconnects to set vertically or horizontally 
installation for several mechanisms, 

In difference from other boxes, our boxes has the bottom lock, and an 
additional upper lock, which is rigidly fixed to each other and allows the 
installation of multi-modular electro-adjusting products under one 
framework. 

By using the cover- K 5001 (see accessoriespage), installation boxes are 
converted into to junction boxes. 



Technical Information of Installation Boxes for 
flash mounting into the solid walls

Pictures Serial 
number

Voltage Protection 
level

Internal 
dimensions 

Wall 
niche 

dimensions

Material Number 
of exits

max. q  
of pipe

Units in 
pack

KY1101 400 V IP20 64x40 ͣ ͣ суͻпн ͣͣPolypropylene
PP

7 20 288

KY1102 400 V IP20 64x60 ͣ ͣ суͻсн ͣͣPolypropylene 
PP

11 20 192

KY 1103 400 V IP20 60x40 ͣ ͣ спͻпн ͣͣPolypropylene 
PP

7 20 378

KY 1104 400 V IP20 60x60 ͣ ͣ спͻсн ͣͣPolypropylene 
PP

11 20 216

KY 1105 400 V IP20 60x38 ͣ ͣ спͻпл ͣͣPolypropylene 
PP

5 20 378

KY 1106 400 V IP20 64x38mm 68x40mm Polypropylene 
PP

5 20 336



Junction Boxes for flush mounting 
into the solid walls

Å Junction boxes are used to organize the commutation of wires and cables, 
and are equipped with covers that are attached by the self-tapping screw.

Å Inside the boxes, at the bottom are located direction rails, which allow by 
self-tapping screws to install terminal blocks, strips, plates and other 
electrical accessories. All junction boxes have in shells breakable hole. The 
size of these holes coincides with diameters of plastic pipe, which are 
most often used during installing wiring. These allow achieving a more 
tight contact of the pipe with the walls of the boxes. As a result, when we 
fix in the box in to the wall, the cement slurry won't get inside the box.

Å The level of protection: IP 20, the voltage 400 V. Material - polypropylene 

ǘƘŀǘ Ƙŀǎ ŦƛǊŜ ǊŜǎƛǎǘŀƴŎŜ ƻŦ срлɕ/.



Technical Information of Junction Boxes for flush 
mounting into the solid walls

Pictures Serial 
number

Voltage Protection 
level

Internal 
dimensions 

Wall 
niche 

dimensions

Material Number 
of exits

max. q  
of pipe

Units 
in pack

KP 1101 400V IP 20 90ɛ90ɛ48,5 
ɒɒ

102ɛ102ɛ50 
ɒɒ

Polypropylene
PP

10 25 91

KP 1102 400V IP 20 112x92x58,5 
ͣͣ

120x100x60 
ͣͣ

Polypropylene
PP

12 25 60

KP1103 400V IP 20 149x119x68,5 
ͣͣ

160x130x70 
ͣͣ

Polypropylene
PP

12 32 36

KP1104 400V IP 20 188x148x68,5
MM

200x160x70
MM 

Polypropylene
PP

12 32 24

KP1105 400V IP 20 qфтȄоуΣр     
MM

qмлпȄпл   
MM 

Polypropylene
PP

9 25 126

Y 191 400V IP 20 qфоȄмо       
MM

qфсȄмп      
MM

Polypropylene
PP

9 25 60

Y192 400V IP 20 qфоȄну       
MM

qфсȄол     
MM

Polypropylene
PP

7 32 192

Y194 400V IP 20 qсуȄмо       
MM

qтлȄмп     
MM

Polypropylene
PP

9 20 100

Y195 400V IP 20 q су Ȅну
ͣͣ

q тл Ȅол 
ͣͣ

Polypropylene
PP

5 20 324



Installation Boxes for flush mounting 
into the hollow walls

Å These installation and junction boxes are designed to be installed, in 
hollow walls like plasterboardor gypsum board walls.

Å Modular boxes are made interconnects to set vertically or horizontally 
installation for several mechanisms, by using a cableAdaptor PK 5201 (see 
accessories page) that allows the installation of multi-modular electro-
adjusting products under one framework.

By using the cover- K 5001 (see accessories page), installation boxes are 
converted into to junction boxes.

Å The level of protection: IP 30, the voltage 400 V. Material - Polypropylene 
combined with fire-ǊŜǘŀǊŘŀƴǘ ǘƘŀǘ Ƙŀǎ ŦƛǊŜ ǊŜǎƛǎǘŀƴŎŜ урлɕ/Φ



Technical Information of Installation Boxes for 
flush mounting into the hollow walls

Pictures Serial 
number

Voltage Protection 
level

Internal 
dimensions 

Wall 
niche 

dimensions

Material Number 
of exits

max. q  
of pipe

Units 
in pack

KY 1201 400 V IP 20 64x44mm 68x45 mm Polypropylene
+ FR

6 20 288

KY 1202 400 V IP 20 64x44mm 68x45 mm Polypropylene
+ FR

6 20 228

KY 1203 400 V IP 20 64x39 mm 68x40 mm Polypropylene
+ FR

6 20 336

KY 1204 400 V IP 20 64x39 mm 68x40 mm Polypropylene
+ FR

6 20 336

KY 1205 400 V IP 20 64x59 mm 68x60 mm Polypropylene
+ FR

6 20 240



Junction Boxes for flush mounting 
into the hollow walls

Å Junction boxes are used to organize the commutation of wires and cables, 
and are equipped with covers that are attached by the self-tapping screw.

Å Inside the boxes, at the bottom are located direction rails, which allow by 
self-tapping screws to install terminal blocks, strips, plates and other 
electrical accessories.

Å All boxes with claws, ŜǉǳƛǇǇŜŘ ǿƛǘƘ ǎǇŜŎƛŀƭ ǘǊƛǇƭŜ ǎŎǊŜǿƛƴƎ ΨΩŦŀǎǘ ǎŎǊŜǿΩΩΣ 
that saves time of installation into the hollow walls

Å The level of protection: IP 30, the voltage 400 V. Material - Polypropylene 
combined with fire-ǊŜǘŀǊŘŀƴǘ ǘƘŀǘ Ƙŀǎ ŦƛǊŜ ǊŜǎƛǎǘŀƴŎŜ урлɕ/Φ



LƴǎǘǊǳŎǘƛƻƴΩǎ ŦƻǊ ƛƴǎǘŀƭƭŀǘƛƻƴ ƻŦ WǳƴŎǘƛƻƴ 
Boxes for flush mounting

Å At the bottom of the box from the outside there are 
sharp thorns that leave marks on the wall.

Å By using the 38 mm drill crown make 4 holes 

in accordance with the marks on the wall.

Å Draw a straight line between the drilled holes, and 
cut along the line you are getting a square or 
rectangle in the wall that exactly fit the box now you 
can enter the cables or wires and install Junction box 
in wall, all process of the mounting will take a few 
minutes.



Technical Information of Junction Boxes for flush 
mounting into the hollow walls

Pictures Serial 
number

Voltage Protection 
level

Overall 
dimensions 

Wall 
niche 

dimensions

Material Number 
of exits

max. q  
of pipe

Units 
in pack

KP 1201 400 V IP 30 113x113x45 
mm    

106x106x45 
mm

Polypropylene 
+ FR

16 20 100

KP 1202 400 V IP 30 qусȄпрqулȄпрPolypropylene 
+ FR

6 20 180

KP1203 400 V IP 30 126x106x50
mm

120x100x50 
mm

Polypropylene 
+ FR

16 20 81

KP 1204 400 V IP 30 166x146x70 
mm

160x140x70 
mm

Polypropylene 
+ FR

18 25 32

KP 1205 400 V IP 30 206x166x70 
mm

Polypropylene 
+ FR

18 25 24



Junction Boxes for open mounting 

Å Junction box are used to organize the commutation of wires and cables, as 
well as possible deployment of these different devices like terminal blocks, 
strips, boards, small equipment and apparatus, for this at the bottom of 
the boxes are provided the direction rails, which can be fixed with screws. 
This series of boxes has a design the cover interlock that ensures 
protection IP 55 that is protect the interior from dust and moisture, 
closing cover made needlessly in tools, just snapping. The cover is 
connected to the side of the box byplastictape.

Å The construction of hermetic inputs provides a high density of connection 
with a cable or pipe.

Å The level of protection: IP 55, the voltage 400 V. Material - Polypropylene 
ŀƴŘ [5t9 Ƙŀǎ ŦƛǊŜ ǊŜǎƛǎǘŀƴŎŜ срлɕ/Φ


